
Identification Code:  GMB

Meeting the requirements of Annex ZA, EN 13658-1:2005

1. Unique identification code of the product-type 

Galvanised Movement Bead 

2. Type, batch or serial number or any other element allowing identification of the construction product: 

GMB 

3. Intended use of construction product in accordance with the applicable harmonised technical 

specification:

Internal plastering – in walls, partitions, ceilings or columns, as relevant, intended for fixing structures

and supporting linings. 

4. Registered name and contact address of the manufacturer: 

Locusrite Ltd 8a Galliford Road, Causeway Industrial Estate, Maldon, Essex, CM9 4XD

5. Authorised representative: 

Mr Paul Rickett– Managing Director 

6. System or Systems of Assessment and verification of constancy of performance of the construction 

product as set out in CPR Annex III: 

System 3 of attestation of conformity. 

7. In case of the declaration of performance concerning a construction product covered by a harmonized 

standard: 

EN13658-1:2005

8. Declared performance:

Authorised Signature

Paul Rickett, Managing Director

21st April 2025

Declaration 
of Performance

Essential characteristics Performance Harmonised Technical 
Specification

Reaction to Fire Class E BS EN 13658-1 2005

Dimensions and dimensional 
tolerances  

Complies (FPC) BS EN 13658-1 2005

Coating Thickness/Raw material 
specification 

Complies (FPC) BS EN 13658-1 2005

Release of dangerous substance None BS EN 13658-1 2005
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